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Installation guide
ICO Adapter installation
1.	 Take the FiberTwist ICO Adapter out of the box.
2.	Remove the black dust caps  from the front and back.
3.	Store the dust caps in a safe place.
4.	Remove the existing Icotera device or blindcover from the FTU.

The FTU can be configured with a connector positioned either on the 
right side or on the left side.

FTU connectors



1.	 Place the FiberTwist ICO Adapter on the FTU as shown in  
the picture below.

2.	Slide it fully onto the FTU.

3.	Make sure the Adapter is aligned squarely on the FTU.
4.	Your FiberTwist ICO Adapter is now installed!

Mounting the ICO Adapter 



Install Fiber Twist on ICO Adapter
1.	 For installing the FiberTwist follow the instructions of the 

FiberTwist manual.
2.	Place the FiberTwist on the ICO adapter as shown in the picture 

below, in a 30-degree angle
3.	Rotate clockwise until it clicks into place.
4.	Your FiberTwist is now installed on your ICO Adapter! 

How to remove FiberTwist ICO Adapter
1.	 Firtst remove the FiberTwist from the ICO Adapter by turning it 

counterclockwise.
2.	Press and hold up the unlock buttons.
3.	Slide the adapter upwards.
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At Genexis, we strive for 
a more sustainable future 

with our devices. 

Something you 
can do!

70% recycled
plastics used 
in this device.

Energy-efficient
to save both energy 
and costs for you.

Designed to last
for a second life if  
treated carefully.


